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CONSTRUCTION DETAILS

A. Install 3” polyvinylwchloride electrical conduit (Schedule 80) trenched with 12 palr underground
jeityfiiled Interconnect cable. _ : :

B. Install 4” polyvinyl chloride electrical conduit (Schedule 80) bored with 12 palr underground
jellyfilled interconnect cable. . .

C. Install handhole.

D. Install handhole with 35’ of additional 12 pair underground jellyfilled interconnect cqbié.
(Note: Additional interconnect cable will be for future use.)

E. Contractor shall hand dig 3” polyviny!l chloride electrical conduit (Schedule 80) trenched with
12 palr underground jeliyfilled: interconnect cable in area of swale.

F. Use existing conduit and install 12 pair underground jellyfitled interconnect cable.
G. Use existing handhole. ,
.H. Use existing cabinet and controller to install 12 pair underground jellyfilled interconnect cable.

J. Use existing span wire to install 12 pair underground jel lyfilled interconnect cable. (Note: Contractor

shall rering existing span wire if necessary.)
K. Install 6’ x 6’ loop detector encased in 44 flexible tubing (4 turns).
L. Instal!l 1” liquid t+ight flexible non-metaliic electrical condult. (Detector wire sleeve)
M. Instal! 1” galvanized electrical conduit for detector wire sleeve.

N. Refer +o proposed Signal Plan Wiring Diagrem for detatlls.

Q. Use exisfinglhahdhoie and coil 35' of additional 12 palr underground je!llyfillied interconnect cable.

(Note: Additional interconnect cable will be for future use.)

INTERCONNECT PLAN
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